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SUMMARY 

A brief evaluation has been made of a method f o r  the  determination 
of longi tudinal  a i rplane frequency-response c h a r a c t e r i s t i c s  from a manual 
frequency sweep input.  The tes t  runs were made by cycling the longitudi- 
n a l  cont ro l  with cont inual ly  varying frequencies from approximately 1/3 
t o  3 cycles per second. The sweep input w a s  followed by an i n t e r v a l  
with the control  f ixed  t o  permit the  t rans ien t  response t o  damp out.  
Time h i s t o r i e s  of input and response quant i t ies  w e r e  transformed i n t o  
frequency-response form on a d i g i t a l  computer. The r e s u l t s  show t h a t ,  
compared with the r e l a t i v e l y  sa t i s fac tory  triangular-pulse input, f o r  
example, a manual frequency sweep input provides a high l e v e l  of input 
frequency content over a broader band of frequencies.  However, the 
samples obtained with t h i s  type of input were subject  t o  bottoming a t  
and below the  short-period resonant response frequency and sometimes 
resu l ted  i n  uncertain d e f i n i t i o n  of t h e  frequency response a t  t h e  lower 
frequencies.  

INTRODUCTION 

The usual methods f o r  a i rp lane  frequency-response determination 
require  e i t h e r  extensive f l i g h t  tes t ing  (with the  use of the steady- 
s t a t e  harmonic exc i ta t ion  technique described i n  ref .  1) or  extensive 
data reduction (with the use of pulse o r  s t e p  inputs  as described i n  
ref .  2 ) .  
t o  provide adequate harmonic content over the whole frequency range of 
i n t e r e s t  and, as a r e s u l t ,  the  frequency-response d a t a  obtained may 
become uncertain at the higher frequencies. As mechanized da ta  reduc- 
t i o n  methods are developed f u r t h e r ,  the t i m e  required f o r  der iving fre- 
quency response by t h e  methods of reference 2 w i l l  be less s igni f icant ;  
however, it would be desirable  t o  find a method of exc i ta t ion  t h a t  more 
cons is ten t ly  provides adequate input power over the  frequency range of 
i n t e r e s t .  

I n  addition, the  inputs i n  the l a t te r  category are l i k e l y  not 
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This paper describes the application of a manual frequency sweep 
technique designed to provide a high level of harmonic input content 
over the frequency range of interest in regard to longitudinal aero- 
dynamic response modes (2 to 20 radians per second in this case). 
frequency sweep results are compared with frequency-response data 
obtained from triangular-pulse inputs and manual constant-frequency 
inputs. 

The 

SYMBOLS 

An 

A. e 

A% 

an 

F 

61 

62 

modulus of Fourier transform of normal acceleration 

modulus of Fourier transform of pitching velocity 

modulus of Fourier transform of stabilizer deflection 

normal acceleration, g units 

longitudinal control force, lb 

stabilizer deflection commanded, deg 

stabilizer deflection, deg 

i, 

4n 

46 

w 

pitching velocity, radiar,s/sec 

phase angles for normal acceleration, deg 

phase angles for pitching velocity, deg 

circular frequency, radians/sec 

INSTRUMENTS 

L 
8 
6 
5 

Standard National Aeronautics and Space Administration photographic 
instruments were used for this investigation. 
accurate to within 2 percent of the scale range. 
of the various instruments were approximately equal and had a natural 
frequency of 10 cycles per second and a damping ratio of 0.65. 

The instruments were 
The frequency responses 

Pertinent 
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Scale range 

560 

4 t o  -18 
4 t o  -18 
0 t o  3.3  

20.5 

. 

S e n s i t i v i t y  per  
inch of t r a c e  
d e f l e c t  ion  

60 

10 
10 

1.56 
0.5 

L 

measured quan t i t i e s  with scale ranges and instrument s e n s i t i v i t i e s  were 
as follows: 

Quantity 

Longitudinal cont ro l  force ,  F, l b  . . . 
S t a b i l i z e r  def lec t ion  commanded, 

61, deg . . . . . . . . . . . . . . . 
S t a b i l i z e r  def lect ion,  62, deg . . . . 
Normal accelerat ion,  +, g units . . . 
Pi tch ing  ve loc i ty ,  6 ,  radians/sec . . . 

A l l  instrument records were synchronized by timer markings a t  
l/l0-second in t e rva l s .  The s t a b i l i z e r  pos i t i on  recorder  failed during 
t h i s  inves t iga t ion .  However, frequency-response d a t a  f o r  t h e  cont ro l  
system obtained from previous measurements by t h e  pulse  technique are 
presented t o  make it possible  t o  reconstruct t h e  missing s t a b i l i z e r  
pos i t i on  da ta  i n  terms of frequency response. 

DESCRIPTION OF TECHNIQUE 

Sampling Method 

Samples of frequency sweep data were obtained i n  the  following 
~ z n n e r .  The p i l o t  w a s  requested t o  cycle the s t i c k  fo re  and a f t  a t  
frequencies which var ied from l / 3  cycle per  second t o  3 cycles pes 
second i n  such a manner as t o  produce appreciable longi tudina l  a i rp lane  
response over t h i s  frequency range. 
dura t ion  of 10 seconds and be followed by a 10-second i n t e r v a l  with 
t h e  s t i c k  a t  the  trim pos i t ion  t o  permit the  a i rp l ane  response t o  damp 
ou t .  
It w a s  necessary i n  the  present t e s t s  t o  l i m i t  t h e  length of t he  t es t  
samples t o  keep both the  manual readout and the  d i g i t a l  computer t i m e  
per  t es t  run within reasonable l imi t s .  

This input w a s  t o  have a maximum 

About 10 samples were obtained as a por t ion  of one research f l i g h t .  

Data-Reduction Procedure 

Time h i s t o r i e s  of cont ro l  force F, cont ro l  pos i t ion  61, and the 
a i rp l ane  response quant i t ies ,  pitching ve loc i ty  6 and normal 
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acceleration 
l/l0-second intervals up to a maximum of 200 intervals per sample. 
transformation to the frequency plane was made at frequency intervals of 
0.4 radian per second with a digital computer by using the Fourier 
methods and the conveniently tabulated functions of references 3 and 4. 
On the basis of previous experience with this type of sampling, it was 
believed that an adequate indication of the frequency content of the 
sample would be obtained at frequencies up to at least 2.5 cycles per 
second (approximately 16 radians per second) . 

an, were determined from continuous instrument records at 
The 
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A typical time history of one manual frequency sweep input and the 
airplane response including the transient oscillation with control fixed 
are shown in figure 1. 
Mach number of 0.85 with a small swept-wing transonic fighter airplane. 
The measured variables for which the Fourier transforms of the measured 
time histories are desired are control force F, stabilizer position 
called f o r  61, control surface position b2, pitching velocity 6 ,  and 
normal acceleration an. Typical transforms of the input quantity 6 1  

are presented to show the content of the input as a function of frequency. 
Transfer functions of interest are 61,:F, t j2/61, 6 / 6 2  or  6,/6,, an/6* 
o r  an/61, i)/F and an’F. However, for the test airplane with its 
standard control system the force variation with control surfye deflec- 
tion can only be considered to be linear for approximately +1 
trimmed position. Therefore, the transfer functions which involved con- 
trol force are likely to be distorted by this nonlinearity and are not 
presented. 

These runs were made at 35,000 feet and at a 

from the 

A plot of the frequency response of the control system determined 
from previous measurements by the pulse technique is shown in figure 2 
for the frequency range of interest (LO 
The amplitude response fell off gradually by about 20 percent and the 
lag built up gradually to approximately 45’ over this frequency range. 
This response corresponds to a damping ratio close to unity. 

from 0 to 20 radians per second). 

Gf 
PUl 

In figures 3 and 4 examples of frequency-response results from two 
the manual sweeps are shown and compared with results from triangular- 
.se and manual constant-frequency inputs. Figures 3(a) and &(a) pre- 

sent the moduli of Fourier transforms of the input 6 1  and of the out- 
put 6 or an, and figures 3(b) and 4(b) present the amplitude ratio and 
phase angle of the transfer functions 6/61 or %/61 for circular 
frequencies up to 20 radians per second. The frequency content of the 
manual sweep input is seen to be considerably higher than that of the 
triangular pulse particularly for the upper half of the frequency band 
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1 

, 

considered. Input content_data  for the  manual constant 
are a l s o  shown i n  figures 3(a) and 4(a) as simple input 
amplitudes. 

frequency runs 
and output 

A mechanically dr iven frequency sweep of constant  amplitude i n  which 
t h e  frequency is  var ied gradually at a constant rate i s  known t o  have 
constant harmonic content except near t h e  end poin ts  of t he  frequency 
i n t e r v a l .  
u la r  i n  both amplitude and sweep r a t e .  
usable sample lengths  required t h a t  the sweep rate be very rap id  at  
frequencies of approximately 6 radians per second or  l e s s .  However, i f  
t h e  short-term i r r e g u l a r i t i e s  are fa i red  out,  t h e  frequency contents of 
t h e  manual sweep runs of f igures  3(a) and 4(a) were found t o  vary grad- 
u a l l y  by not more than a f a c t o r  of two between frequencies of approxi- 
mately 4 and 18 radians per  second. 

The manual sweeps from 2 t o  20 radians per second were i r r eg -  
I n  addi t ion,  t he  l i m i t a t i o n  of 

The raggedness of t he  sweep input which i s  apparent a t  frequencies 
above 6 radians per  second i s  as large,  percentagewise, i n  the indi-  
cated airplane response and is  probably caused t o  a l a rge  ex ten t  by the  
f i n i t e  number of i n t e rva l s  considered with a frequency i n t e r v a l  of 
0.4 rad ian  per  second. However, t h i s  raggedness of t h e  moduli did not 
occur f o r  a l l  runs and i s  much less evident i n  t h e  amplitude r a t i o  o r  
phase of the  t r a n s f e r  funct ions,  

The frequency-response r e s u l t s  as shown i n  figures 3(b)  and 4(b) 
from the  three types of input  are i n  ra ther  good agreement except a t  
c i r c u l a r  frequencies below 1 radian per second and near t h e  a i rp lane  
short-period resonant frequency. 
manual sweep run i s  poor i n  the  v i c in i ty  of the  resonant frequency 
p a r t l y  because t h e  p i l o t  did not exci te  the o s c i l l a t i o n  at  t h i s  f r e -  
quency. It might be possible  f o r  the p i l o t  t o  increase h i s  power input  
a t  resonance enough t o  obtain more acceptable frequency-response data 
without endangering the  a i r c r a f t  s t ruc ture .  However, t h e  lower q u a l i t y  
of the  frequency sweep r e s u l t s  a t  frequencies below approximately 
3 radians per  second was  considered t o  be i n  l a rge  p a r t  due t o  the  
e f f e c t s  of t he  sho r t  durat ion of t he  samples. A s  s t a t e d  previously, 
the  durat ion of t he  inputs  w a s  l imited t o  10 seconds t o  f a c i l i t a t e  the  
data reduction. This procedure l imited the  number of input cycles par- 
t i c u l a r l y  a t  the  low frequencies of l e s s  than approximately 1 cycle per  
second and of ten  r e su l t ed  i n  very e r r a t i c  frequency content i n  t h i s  
range of frequency. 

The qua l i ty  of t h e  results from t h e  

The frequency-response r e s u l t s  from these methods tend t o  become 
indeterminate a t  zero frequency; however, a s t e p  input  run can r ead i ly  
be used t o  g e t  t h i s  one point .  By using a s t ep  input ,  %/61 w a s  
found t o  be O.Tg/deg and 6/lS1 w a s  found t o  be 0.03 radian/sec/deg a t  
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o = 0 
of 35,000 f e e t ) .  

fo r  t h e  t es t  a i rp lane  (at a Mach number of 0.85 and an a l t i t u d e  

It w a s  a l s o  found t h a t  i n  t h i s  case t h e  frequency-response measure- 
ments using sweep or pulse inputs  tend t o  y i e ld  indeterminate r e s u l t s  
whenever the  input frequency content fa l ls  below a l e v e l  of approxi- 
mately 0.3 deg-sec. Within the  intended frequency range of the  frequency 
sweep inputs, t h i s  e f f e c t i v e  bottoming, when it occurred, w a s  usua l ly  
f o r  a small frequency i n t e r v a l  and therefore  caused a spike on the  ampli- 
tude r a t i o  and/or phase angle p l o t .  An i l l u s t r a t i v e  example i s  presented 
i n  f igure 5 .  L 
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The t r i angu la r  pulses of figures 3 and 4 were designed t o  have a 
duration of 1 second f o r  which the  t h e o r e t i c a l  bottoming frequency, as 
shown i n  reference 2, f o r  example, would be a t  o = 12. However, tri- 
angular inputs  of 1/2-second durat ion with adequate power content could 
probably be obtained with the  t es t  a i rp lane .  I n  t h a t  case the  bottoming 
frequency would be r a i sed  t o  a c i r c u l a r  frequency of at least 20 radians 
pe r  second. 

A usable example of a more abbreviated sweep run with a ?-second 
input  was found among the  t e s t  samples; t h i s  run w a s  reduced i n  con- 
junction with a ?-second t r a n s i e n t  i n t e r v a l .  The r e s u l t s  are presented 
i n  f igure 6. 
near ly  50 percent  and the  r e s u l t s  were found t o  be s a t i s f a c t o r y  f o r  
c i r cu la r  frequencies above approximately 3 radians per  second. I n  
general ,  however, t he  r e s u l t s  from such a b r i e f  sample would be l i k e l y  
t o  be more e r r a t i c  at  the  lower frequencies.  

The data-reduction time f o r  t h i s  sample w a s  reduced 

CONCLUDING REMARKS 

The results of t h i s  inves t iga t ion  ind ica te  t h a t  a manual frequency 
sweep i s  a su i t ab le  input  f o r  obtaining the  longi tudina l  frequency 
response of an a i rp lane .  
desirable  tendency t o  s t a y  a t  a uniformly high l e v e l  up t o  t h e  m a x i m u m  
frequency considered. However, the  samples obtained with t h i s  type of 
input  were subjec t  t o  bottoming a t  and below t h e  short-period resonant 
response frequency and sometimes r e su l t ed  i n  uncer ta in  d e f i n i t i o n  of the  
frequency response a t  t h e  lower frequencies.  

The frequency content of the  input showed a 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley F ie ld ,  V a . ,  February 1, 1960. 
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2.- Measured control system frequency response fo r  the t e s t  air-  
plane. 
raw r e s u l t s . )  

(The dashed l i n e  represents a f a i r i n g  or  smoothing of t h e  
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Manual frequency sweep (Modulus ) 
0 Manual constant frequency (Amplitude) 

_ _ _ _  Triangular pulse (Modulus ) 

4 a 12 16 20- 

Circular frequency, w, radianslsec 

(a )  Harmonic content of input and output.  

Figure 3.- Frequency response i n  p i t ch  of the  t e s t  a i rp lane  a t  a Mac- 
number of 0.85 and an a l t i t u d e  of 35,000 f e e t  ca lcu la ted  from thc 
time h i s to ry  of figure 1 and compared with r e s u l t s  from steady- 
s t a t e  and t r iangular-pulse  inputs .  
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Manual frequency sweep 
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(b) Amplitude ratio and phase angle between stabilizer deflection 
called for and pitching response. 

Figure 3 .  - Concluded. 
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Manual frequency sweep (Modullls ) 
0 Manual constant frequency (Amplitude) 

_ _ _ _  Triangular pulse (Modulus ) 

U 

4 8 12 16 20 

Circular frequency, o, radianslsec 

(a) Harmonic content of input and oatput. 

Figure 4.- Frequency response in normal acceleration at a Mach number 
of 0.85 and an altitude of 35,000 feet from another 20-second fre- 
quency sweep sarnple with comparison with results from steady-state 
and triangular-pulse inputs. 
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(b) Amplitude ratio and phase angle between stabilizer deflection 
called for and normal-acceleration response. 

Figure 4.- Concluded. 
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Circular frequency, CL), radianslsec 

(a) Harmonic content of input and output.  

Figure 5.- Frequency response i n  p i t c h  from a manual frequency sweep 
run f o r  which the  r e s u l t s  are poorly defined whenever t h e  modulus 
of the input fa l l s  below 0.3 deg-sec. 
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(b) Amplitude r a t i o  and phase angle for  6/Sl. 

Figure 5.- Concluded. 
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(a) Harmonic content of input and output. 

Figure 6.- Frequency response in pitch and normal acceleration at a Mach 
number of 0.85 and an altitude of 35,000 feet as determined from an 
abbreviated (5-second ) frequency sweep run. 
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(b) Amplitude ratio and phase angle for  

Fi gure 6. - Continued. 
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Figure 6.- Concluded. 
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